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Stop building damage - 
Professional laying and wind and rainproof joining of facade membranes
You will find the individual items for your bill of quantities here.

Just fill in the desired implementation in your bill of quantities. 

You can find further information at www.siga.ch
 

Work area

Facade

Trades

Carpenter

Roofer

Item

Mount Siga-Majvest facade membrane to facade

Supply and mount Siga-Majvest facade membrane according to the manufacturer's instructions. Mounting is performed with stapler.

Product specification:

- 
- 3-layer

- weight per unit area 130g/m²

- waterproof W1 according to EN 1928

- temperature resistance: -40 °C to +100 °C

- sd value: 0.05m

The manufacturer's instructions for use must be followed.

The item must be calculated including scrap. 

………m²…………………..Unit price……………………………….…Total price



Item 

Wind and rainproof bonding of the facade membrane

Durable wind and rainproof sealing of longitudinal and transverse overlaps (about 10 cm) of the Siga-Majvest facade membrane using the 60 mm single-sided high-performance adhesive tape type Siga-Wigluv.

Product specification:

- UV stable (up to 12 months) and rainproof

- diffusible, sd < 2 m

- temperature resistance -40 °C to +100 °C

- driving rain-proof

The manufacturer's instructions for use must be followed.

Dimension = m² roof area

………m²…………………..Unit price……………………………..…Total price


Item
Wind and rainproof bonding of the facade membrane to penetrations and windows

Durable wind and rainproof bonding of the Siga-Majvest facade membrane to adjoining structures using the 60 mm single-sided high-performance adhesive tape type Siga-Wigluv.

Product specification:

- UV stable (up to 12 months) and rainproof

- diffusible, sd < 2 m

- temperature resistance -40 °C to +100 °C

- driving rain-proof

The manufacturer's instructions for use must be followed.

Dimension = running metres of bonds

………m.…………………..Unit price……………………………..…Total price


Item
Wind and rainproof bonding of the facade membrane to massive structures or perimeter insulation

Wind and rainproof bonding of the Siga-Majvest facade membrane to massive structures (concrete, plaster or perimeter insulation) using the 100mm single-sided high-performance adhesive tape type Siga-Wigluv 100.
On mineral substrates the high-performance primer SIGA-Dockskin must be used.

Product specification:

- UV stable (up to 12 months) and rainproof

- diffusible, sd < 2 m

- temperature resistance -40 °C to +100 °C

- driving rain-proof

The manufacturer's instructions for use must be followed.

………m…………………..Unit price……………………………...…Total price
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